














Eco-Fix Kit S

Part No. Qty. |Partname
551024 1 Location pin @ 12 mm x 13 mm
551025 1 Location pin @ 12 mm x 25 mm
551026 1 Location pin @ 12 mm x 50 mm
551027 1 Location pin @ 12 mm x 100 mm
551028 1 Location pin @ 20 mm x 13 mm
551029 1 Location pin g 20 mm x 25 mm
551030 1 Location pin g 20 mm x 50 mm
551031 1 Location pin @ 20 mm x 100 mm
551032 2 Clamping claw eco-fix
551034 1 Base plate 250 mm x 250 mm
551035 1 Receiver bracket small
551036 1 Receiver bracket large
551040 1 Adjustable location pin g 20 mm
551041 1 Adjustable location pin g 12mm
551042 3 Location pin @ 12 mm with bore 6 mm
551044 1 Receiver bracket L = 90; g 12 mm
551045 1 Receiver bracket L = 120; @ 20 mm
550716 2 Straight pin with thread
550279 1 Spring clip, 2 8 mm, L = 60 mm
550554 1 Spring clip, # 8 mm, L = 40 mm
550262 2 V-block mini
550261 2 Cone receiver mini
550250 1 Stopper element mini
550247 1 Back square mini
550888 2 Straight pin @ 6 mm x 20 mm
550889 2 Straight pin @ 6 mm x 30 mm
550890 2 Straight pin @ 6 mm x 40 mm
551046 1 Slotted nut for receiver bracket h = 12 mm
551047 1 Slotted nut for receiver bracket h = 15 mm
551050 1 Allen key 2 mm
551051 1 Allen key 3 mm
551052 1 Allen key 4 mm
551053 1 Allen key 5 mm
551504 1 Double open-ended spanner SW10
550591 8 Washer ¢ 6,4 mm x @ 17 mm
550110 6 Cylinder head screw M6 x 20
550563 2 Cylinder head screw M6 x 25

59




Eco-Fix Kit L

Part No. 551049

Part No. Qty. |Part name

551024 2 Location pin @ 12 mm x 13 mm
551025 2 Location pin g 12 mm x 25 mm
551026 2 Location pin @ 12 mm x 50 mm
551027 2 Location pin @ 12 mm x 100 mm
551028 2 Location pin @ 20 mm x 13 mm
551029 2 Location pin @ 20 mm x 25 mm
551030 2 Location pin @ 20 mm x 50 mm
551031 2 Location pin 20 mm x 100 mm
551032 3 Clamping claw eco-fix

551033 1 Base plate 500 mm x 400 mm
551035 2 Receiver bracket small

551036 1 Receiver bracket large

551040 2 Adjustable location pin @ 20 mm
551041 2 | Adjustable location pin g 12 mm
551042 3 Location pin @ 12 mm with bore 6 mm
551043 3 Location pin @ 20 mm with bore 8 mm
551044 1 Receiver bracket L =90 mm, g 12 mm
551045 2 Receiver bracket L = 120 mm, @ 20 mm
550716 3 Straight pin with thread

550279 2 | Spring clip, 8 mm, L = 60 mm
550554 1 Spring clip, @ 8 mm, L = 40 mm
550262 2 | V-Block mini

550261 2 Cone receiver mini

550250 1 Stopper element mini

550247 1 Back square mini

550058 2 V-block

550365 2 Cone Receiver

550982 1 Stopper element

550248 1 Back square

550888 2 Straight pin @ 6 mm x 20 mm

550889 2 Straight pin @ 6 mm x 30 mm

550890 2 | Straight pin @ 6 mm x 40 mm

550000 2 Straight pin @ 8 mm x 30 mm
550001 2 | Straight pin g 8 mm x 50 mm

550002 2 Straight pin @ 8 mm x 65 mm

551046 1 Slotted nut for receiver bracket h = 12 mm
551047 2 Slotted nut for receiver bracket h = 15 mm
551050 1 Allen key 2 mm

551051 1 Allen key 3 mm

551052 1 Allen key 4 mm

551053 1 Allen key 5 mm

551504 1 Double open-ended spanner SW10
550591 12 |WasherD=6,4mm/D =17 mm
550110 6 Cylinder head M6 x 20 mm

550563 6 | Cylinder head M6 x 25 mm




Ask for the KOMEG repro-fix Catalogue. Coordinate Measuring Machines
Get concise information about KOMEG's
manifold ground-breaking CMM clamping
systems.

© KOMEG 0408 PRE983042

Vision Measuring Systems

Form Measurement
Optical Measuring

Sensor Systems

Ask for the KOMEG Probe Catalogue.
Get concise information about KOMEG's
manifold probe elements.

Test Equipment and
Seismometers

KOMEG TASTER

o
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Digital Scale and DRO Systems

Small Tool Instruments and

Data Management

Ask for the KOMEG opti-fix Catalogue.

KOMEG OFTI-FIX

'T--' Get concise information about KOMEG's KOMEG
) & innovative and economically-priced clam- Industrielle Messtechnik GmbH
; ping system. Zum Wasserwerk 3

66333 Volklingen
T+49(0)6898 - 91110
F+49 (0)6898 - 9111100
www.komeg.de
www.mitutoyo.de

Note: All our product details, in particular the illustrations, drawings, dimensional and performance details and other technical specifications
contained in this publication are to be considered to be approximate average values. To this extent, we reserve the right to make changes

in design, technical data, dimensions and weight. Our specified standards, similar technical rules and technical specifications, descriptions -
and illustrations of the products are correct at the time of printing. The current version of our general terms and conditions also apply. Only I u 0 O
offers which we have submitted can be considered to be definitive.



